
CEE CEE #VALUE!
March 2016

5

ProLiant Golden Offer



New For This Month

If you would like to learn more about Golden Offer please contact your local HPE representative. 

● HPE ML30 Gen9 G4440 SP8112GO EU Svr (P9H94A)

● HPE ML30 Gen9 G4440 SP8100GO EU Svr (P9J10A)

● HPE ML110 Gen9 E5-2609v3 SP8111GO EU Svr (P9H95A)

● HPE ML110 Gen9 E5-2609v3 SP8111GO EU Svr (P9H95A)

● HP ML150 Gen9 E5-2609 SP8109GO EU Svr (P9H96A)

● HPE ML350 Gen9 E5-2620v3 SP8099GO EU Svr (P9J11A)

● HPE DL60 Gen9 E5-2609v3 SP8096GO EU Svr (P9J15A)

Golden Offer is a promotional program from HPE, providing a wide range of 

best-selling predefined configurations across Tower, Rack and Blade servers 

all at a competitive price.  The Golden Offer roadmap is refreshed every 

month with new products, new configurations and pricing to ensure that HPE 

is providing you the latest products with the best configurationsat a 

competitive price point.

What Is Golden Offer?

Welcome to this month's update!



Product1 Product2 Product4

                                                            

MicroServer Gen8 ProLiant ML10 v2 ProLiant ML310e Gen8 v2

SKU P9B67A 822448-425 470065-798

Drive Cage 4 LFF Non-hot Plug Drive Cage 4 LFF Non-hot Plug Drive Cage* ML310e Gen8 v2 Non-hot Plug 4 LFF

CPU 1 x i3-3240/Dual Core/17W/3400/Ivy Bridge 1 x E3-1220v3/Quad Core/69W/3100/Haswell 1 x E3-1220v3/Quad Core/80W/3100/Haswell (723935-L21)

Memory 1 x HP 4GB 1Rx8 PC3L-12800E-11 STND Kit (820077-B21) 1 x HP 8GB 2Rx8 PC3-12800E-11 STND Kit (815371-B21) 1 x HP 4GB 2Rx8 PC3L-10600E-9 Kit (647907-B21)

HDD 1 x HP 1TB 6G SATA 3.5in NHP MDL HDD (801882-B21) 1 x HP 1TB 6G SATA 7.2K 3.5in NHP ETY HDD (815614-B21) 2 x HP 1TB 6G SATA 7.2k 3.5in NHP MDL HDD (659337-B21)

Storage Controller Dynamic Smart Array B120i/ZM (Embedded) Dynamic Smart Array B120i/ZM (Embedded) Dynamic Smart Array B120i/ZM (Embedded)

Network Controller HP 1Gb 2-port 332i Adapter HP 1Gb 2-port i350 Adapter HP 1Gb 2-port 332i Adapter

System Management iLO4 Standard iLO4 Standard iLO4 Standard

PSU 200W Non-Hot Plug, Non/RPS - MS (Included) 350W Non-Hot Plug, Non/RPS - ML110/10 Gen9 (776442-B21) 350W Non-Hot Plug, Non/RPS - ML310e (674838-B21)

Optical Drive HP 9.5mm SATA DVD-RW Optical Drive (652241-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP Half-Height SATA DVD RW Optical Drive (624192-B21)

Rail Kit none none none

Warranty 1-0-0 1-0-0 3-3-3

Chassis Mounting none none none

Additional Features none none none

Upsell Options

3 year CTR Microserver Foundation Care (U2EG3E)

1TB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659337-B21)

3 year 24x7 ML10v2 Foundation Care (U2GU3E)

1TB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659337-B21)

8GB 2Rx8 PC3-12800E-11 STND Kit (815371-B21)

3 year NBD ML310e Collaborative Support  (U6F63E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

4GB Dual Rank x8 PC3L-10600E (647907-B21)

The HPE ProLiant MicroServer Gen8 is a small, quiet, and 

stylishly designed server that is ideal as a first server solution 

for small businesses. With a form factor that is easy-to-use 

and service, it helps small businesses drive down their 

expenses while improving productivity, efficiency, and security.

Are you looking for a standalone server that is both affordable 

and flexible for your small business? The HPE ProLiant ML10 

v2 Server is a single-socket 4U tower server, delivering 

excellent value that small businesses require to run a small 

network environment.

The HPE ProLiant ML310e Gen8 v2 Server is a single-socket 

4U tower server that is ideal for remote sites and corporate 

branch offices running file/print, web messaging, and small 

vertical applications or databases.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant ML310e Gen8 v2 ProLiant ML30 Gen9 ProLiant ML310e Gen8 v2

SKU 724162-425 831068-425 470065-864

Drive Cage ML310e Gen8 v2 Non-hot Plug 4 LFF ML30 Gen9 Hot Plug 4LFF ML310e Gen8 v2 Non-hot Plug 4 LFF

CPU 1 x E3-1220v3/Quad Core/80W/3100/Haswell (723935-L21) 1 x E3-1220v5/Quad Core/80W/3000/skylake 1 x E3-1271v3/Quad Core/80W/3600/Haswell (767099-L21)

Memory 1 x HP 4GB 2Rx8 PC3L-10600E-9 Kit (647907-B21) 1 x HPE 8GB 2Rx8 PC4-2133P-E-15 STND Kit (805669-B21) 1 x HP 4GB 2Rx8 PC3-12800E-11 Kit (669322-B21)

HDD 1 x HP 1TB 6G SATA 7.2k 3.5in NHP MDL HDD (659337-B21) 1 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) 1 x HP 1TB 6G SATA 7.2k 3.5in NHP MDL HDD (659337-B21)

Storage Controller Dynamic Smart Array B120i/ZM (Embedded) HP B140i SATA controller (Embedded) Dynamic Smart Array B120i/ZM (Embedded)

Network Controller HP 1Gb 2-port 332i Adapter Broadcom 5720 Dual-port 1GbE HP 1Gb 2-port 332i Adapter

System Management iLO4 Standard iLO4 Standard iLO4 Standard

PSU 350W Non-Hot Plug, Non/RPS - ML310e (674838-B21) 350W Non-Hot Plug, Non/RPS - ML110/10 Gen9 (776442-B21) 350W Non-Hot Plug, Non/RPS - ML310e (674838-B21)

Optical Drive HP Half-Height SATA DVD RW Optical Drive (624192-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP Half-Height SATA DVD RW Optical Drive (624192-B21)

Rail Kit none none none

Warranty 1-1-1 3-1-1 1-1-1

Chassis Mounting none none none

Additional Features none none none

Upsell Options

3 year NBD ML310e Collaborative Support  (U6F63E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

4GB Dual Rank x8 PC3L-10600E (647907-B21) 8GB 2Rx8 PC4-2133-E-15 Kit (805669-B21)

3 year NBD ML310e Collaborative Support  (U6F63E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

4GB Dual Rank x8 PC3-12800E  (669322-B21)

The HPE ProLiant ML310e Gen8 v2 Server is a single-socket 

4U tower server that is ideal for remote sites and corporate 

branch offices running file/print, web messaging, and small 

vertical applications or databases.

The HPE ProLiant ML30 Gen9 Server is a single-socket 4U 

tower server that is ideal for remote sites and corporate branch 

offices running file/print, web messaging, and small vertical 

applications or databases.

The HPE ProLiant ML310e Gen8 v2 Server is a single-socket 

4U tower server that is ideal for remote sites and corporate 

branch offices running file/print, web messaging, and small 

vertical applications or databases.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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                    New For This Month                     New For This Month                     New For This Month

ProLiant ML30 Gen9 ProLiant ML30 Gen9 ProLiant ML110 Gen9

SKU P9H94A P9J10A P9H95A

Drive Cage ML30 Gen9 Non Hot Plug 4LFF ML30 Gen9 Non Hot Plug 4LFF ML110 Gen9 4LFF Non-Hot Plug

CPU 1 x G4440/2 Core/54W/3300/skylake 1 x G4440/2 Core/54W/3300/skylake 1 x E5-2609 v3/6 Core/85W/1900/Haswell-EP

Memory 1 x HPE 8GB 2Rx8 PC4-2133P-E-15 STND Kit (805669-B21) 1 x HPE 8GB 2Rx8 PC4-2133P-E-15 STND Kit (805669-B21) 2 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21)

HDD none none none

Storage Controller HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded)

Network Controller Broadcom 5720 Dual-port 1GbE Broadcom 5720 Dual-port 1GbE HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard iLO4 Standard iLO4 Standard Mid Tier - Gen9

PSU 350W Non-Hot Plug, Non/RPS - ML110/10 Gen9 (776442-B21) 460W Non-Hot Plug, Non/RPS - ML30 Gen9 (503296-B21) 1x HP 750W CS Platinum Hot Plug, Non/RPS, No IPD (739254-B21)

Optical Drive none none HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit none none none

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting none none none

Additional Features none none none

Upsell Options
8GB 2Rx8 PC4-2133-E-15 Kit (805669-B21) 8GB 2Rx8 PC4-2133-E-15 Kit (805669-B21)

3 year 24x7 ML110 Gen9 Foundation Care (U8JB1E)

1TB 6G SATA 7.2K LFF SC Midline 1yr Wrnty HDD (657750-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

The HPE ProLiant ML30 Gen9 Server is a single-socket 4U 

tower server that is ideal for remote sites and corporate branch 

offices running file/print, web messaging, and small vertical 

applications or databases.

The HPE ProLiant ML30 Gen9 Server is a single-socket 4U 

tower server that is ideal for remote sites and corporate branch 

offices running file/print, web messaging, and small vertical 

applications or databases.

The HPE ProLiant ML110 Gen9 Server is a small, quiet tower 

with performance, expansion, and growth at an affordable 

investment to meet small and midsized businesses’ compute 

demands.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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                    New For This Month                                         New For This Month

ProLiant ML110 Gen9 ProLiant ML110 Gen9 ProLiant ML150 Gen9

SKU P9H95A 794997-425 P9H96A

Drive Cage ML110 Gen9 4LFF Non-Hot Plug ML110 Gen9 4LFF Hot Plug ML150 Gen9 4LFF Hot Plug

CPU 1 x E5-2609 v3/6 Core/85W/1900/Haswell-EP 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (773162-L21) 1 x E5-2609 v3/6 Core/85W/1900/Haswell-EP

Memory 2 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21) 1 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21) 2 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21)

HDD none 1 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) 2 x HP 1TB 6G SAS 7.2K 3.5in SC MDL HDD (652753-B21)

Storage Controller HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU 1x HP 750W CS Platinum Hot Plug, Non/RPS, No IPD (739254-B21) 350W Non-Hot Plug, Non/RPS - ML110/10 Gen9 (776442-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) none

Rail Kit none none none

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting none none none

Additional Features none none none

Upsell Options

3 year 24x7 ML110 Gen9 Foundation Care (U8JB1E)

1TB 6G SATA 7.2K LFF SC Midline 1yr Wrnty HDD (657750-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

3 year 24x7 ML110 Gen9 Foundation Care (U8JB1E)

500GB 6G SATA 7.2K LFF SC Midline 1yr Wrnty HDD (658071-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

3 year 24x7 ML150 Gen9 Foundation Care (U7WR1E)

1TB 6G SATA 7.2K LFF SC Midline 1yr Wrnty HDD (657750-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

The HPE ProLiant ML110 Gen9 Server is a small, quiet tower 

with performance, expansion, and growth at an affordable 

investment to meet small and midsized businesses’ compute 

demands.

The HPE ProLiant ML110 Gen9 Server is a small, quiet tower 

with performance, expansion, and growth at an affordable 

investment to meet small and midsized businesses’ compute 

demands.

Are you searching for a tower server to meet the requirements 

of your small to medium-sized growing business? The HPE 

ProLiant ML150 Gen9 Server is a tower server that delivers 

exceptional value for a business with a limited budget with a 24-

inch chassis depth.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant ML150 Gen9 ProLiant ML150 Gen9 ProLiant ML350 Gen9

SKU 780851-425 780852-425 776974-425

Drive Cage ML150 Gen9 4LFF Non-Hot Plug ML150 Gen9 4LFF Hot Plug ML350 Gen9 Tower SFF Hot Plug

CPU 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (726660-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (726657-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (726664-L21)

Memory 1 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21) 1 x HP 16GB 2Rx4 PC4-2133P-L Kit (726720-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21)

HDD 1 x HP 1TB 6G SATA 7.2k 3.5in NHP MDL HDD (659337-B21) 1 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) none

Storage Controller HP B140i SATA controller (Embedded) HP H240 Smart HBA (726907-B21) HP B140i SATA controller (Embedded)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 4-port 331i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Enterprise Tier - Gen9

PSU
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)
1x HP 500W FS Platinum Hot Plug, no IPD, Gen9 (720478-B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit none none none

Warranty 3-1-1 3-1-1 3-3-3

Chassis Mounting none none none

Additional Features none none none

Upsell Options

3 year 24x7 ML150 Gen9 Foundation Care (U7WR1E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

3 year 24x7 ML150 Gen9 Foundation Care (U7WR1E)

1TB 6G SATA 7.2K LFF SC Midline 1yr Wrnty HDD (657750-B21)

16GB Dual Rank x4 PC4-2133P-L (726720-B21)

3 year 24x7 ML350 Gen9 Proactive Care (U7BG4E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

Are you searching for a tower server to meet the requirements 

of your small to medium-sized growing business? The HPE 

ProLiant ML150 Gen9 Server is a tower server that delivers 

exceptional value for a business with a limited budget with a 24-

inch chassis depth.

Are you searching for a tower server to meet the requirements 

of your small to medium-sized growing business? The HPE 

ProLiant ML150 Gen9 Server is a tower server that delivers 

exceptional value for a business with a limited budget with a 24-

inch chassis depth.

The HPE ProLiant ML350 Gen9 Server delivers a class-

leading combination of performance, expandability, 

manageability, reliability and serviceability making it the choice 

for expanding SMB’s, remote offices, and data centers. 

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant ML350 Gen9 ProLiant ML350 Gen9 ProLiant ML350 Gen9

SKU 776975-425 K8J99A K8K00A

Drive Cage ML350 Gen9 Tower SFF Hot Plug ML350 Gen9 Tower SFF Hot Plug ML350 Gen9 Tower SFF Hot Plug

CPU 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (726661-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (726658-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (726658-L21)

Memory 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21)

HDD 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21) 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21) 3 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21)

Storage Controller HP Smart Array P440ar/2G Controller w/Battery (749974-B21) HP Smart Array P440ar/2G Controller w/Battery (749974-B21) HP Smart Array P440ar/2G Controller w/Battery (749974-B21)

Network Controller HP Embedded 1Gb Ethernet 4-port 331i Adapter HP Embedded 1Gb Ethernet 4-port 331i Adapter HP Embedded 1Gb Ethernet 4-port 331i Adapter

System Management iLO4 Standard Enterprise Tier - Gen9 iLO4 Standard Enterprise Tier - Gen9 iLO4 Standard Enterprise Tier - Gen9

PSU 1x HP 500W FS Platinum Hot Plug, no IPD, Gen9 (720478-B21) 1x HP 500W FS Platinum Hot Plug, no IPD, Gen9 (720478-B21) 2x HP 500W FS Platinum Hot Plug, RPS, no IPD, Gen9 (720478-B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit none none none

Warranty 3-3-3 3-3-3 3-3-3

Chassis Mounting none none none

Additional Features none none none

Upsell Options

3 year 24x7 ML350 Gen9 Proactive Care (U7BG4E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 ML350 Gen9 Proactive Care (U7BG4E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 ML350 Gen9 Proactive Care (U7BG4E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

The HPE ProLiant ML350 Gen9 Server delivers a class-

leading combination of performance, expandability, 

manageability, reliability and serviceability making it the choice 

for expanding SMB’s, remote offices, and data centers. 

The HPE ProLiant ML350 Gen9 Server delivers a class-

leading combination of performance, expandability, 

manageability, reliability and serviceability making it the choice 

for expanding SMB’s, remote offices, and data centers. 

The HPE ProLiant ML350 Gen9 Server delivers a class-

leading combination of performance, expandability, 

manageability, reliability and serviceability making it the choice 

for expanding SMB’s, remote offices, and data centers. 

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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                      ● HPE ML30 Gen9 G4440 SP8112GO EU Svr (P9H94A)  ● HPE ML30 Gen9 G4440 SP8100GO EU Svr (P9J10A)  ● HPE ML110 Gen9 E5-2609v3 SP8111GO EU Svr (P9H95A)  ● HPE ML110 Gen9 E5-2609v3 SP8111GO EU Svr (P9H95A)  ● HP ML150 Gen9 E5-2609 SP8109GO EU Svr (P9H96A)  ● HPE ML350 Gen9 E5-2620v3 SP8099GO EU Svr (P9J11A)

ProLiant ML350 Gen9 ProLiant DL20 Gen9 ProLiant DL60 Gen9

SKU P9J11A 830702-425 788079-425

Drive Cage ML350 Gen9 Tower SFF Hot Plug DL20 Gen9 2LFF Non-Hot Plug DL60 Gen9 4-LFF Non-hot Plug

CPU 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (726658-L21) 1 x E3-1230v5////Skylake-DT 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765536-L21)

Memory 2 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 1 x HPE 8GB 2Rx8 PC4-2133P-E-15 STND Kit (805669-B21) 1 x HP 4GB 1Rx8 PC4-2133P-R Kit (726717-B21)

HDD 2 x HP 300GB 12G SAS 10K 2.5in SC ENT HDD (785067-B21) none none

Storage Controller HP Smart Array P440ar/2G Controller (726736-B21) HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded)

Network Controller HP Embedded 1Gb Ethernet 4-port 331i Adapter HP 1Gb 2-port 332i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Enterprise Tier - Gen9 iLO4 Standard iLO4 Standard Mid Tier - Gen9

PSU 2x HP 500W FS Platinum Hot Plug, RPS, no IPD, Gen9 (720478-B21) 1 x 290W Non-Hot Plug, Non/RPS - DL20 Gen9 (816283-B21)
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

Optical Drive none none HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit none HP Gen9 1U Friction Short Rail Kit (775612-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21)

Warranty 3-3-3 1-1-1 1-1-1

Chassis Mounting none Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 ML350 Gen9 Proactive Care (U7BG4E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL20 Gen9 Foundation Care (xxx)

8GB 2Rx8 PC4-2133-E-15 Kit (805669-B21)

3 year 24x7 DL60 Gen9 Foundation Care (U7VX7E)

1TB 6G SATA 7.2K LFF NHP Standard 1yr Wrnty HDD (801882-B21)

4GB Single Rank x8 PC4-2133P-R (726717-B21)

The HPE ProLiant ML350 Gen9 Server delivers a class-

leading combination of performance, expandability, 

manageability, reliability and serviceability making it the choice 

for expanding SMB’s, remote offices, and data centers. 

The HPE ProLiant DL360 Gen9 Server delivers a 1U chassis 

with up to two processors delivering an optimal unit that 

combines high-performance, low energy consumption, 

improved uptime, and increased density.

The HPE ProLiant DL60 Gen9 Server provides the right 

density, performance and manageability for file and print, 

messaging, collaboration workloads and cloud environments.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant DL60 Gen9 ProLiant DL60 Gen9 ProLiant DL60 Gen9

SKU M6V32A P8Y75A P8Y71A

Drive Cage DL60 Gen9 4-LFF Hot Plug DL60 Gen9 4-LFF Hot Plug DL60 Gen9 4-LFF Hot Plug

CPU 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765536-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765536-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765536-L21)

Memory 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R STND Kit (803028-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R STND Kit (803028-B21)

HDD 2 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) none none

Storage Controller HP B140i SATA controller (Embedded) HP Smart Array P440/4G Controller w/Battery (761872-B21) HP H240 Smart HBA (726907-B21)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)
900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) none none

Rail Kit HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U SFF - Easy Install Rail Kit (734807-B21) HP 1U SFF - Easy Install Rail Kit (734807-B21)

Warranty 1-1-1 3-3-3 3-3-3

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL60 Gen9 Foundation Care (U7VX7E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL60 Gen9 Foundation Care (U7VX7E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

3 year 24x7 DL60 Gen9 Foundation Care (U7VX7E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

The HPE ProLiant DL60 Gen9 Server provides the right 

density, performance and manageability for file and print, 

messaging, collaboration workloads and cloud environments.

The HPE ProLiant DL60 Gen9 Server provides the right 

density, performance and manageability for file and print, 

messaging, collaboration workloads and cloud environments.

The HPE ProLiant DL60 Gen9 Server provides the right 

density, performance and manageability for file and print, 

messaging, collaboration workloads and cloud environments.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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New For This Month New For This Month

ProLiant DL60 Gen9 ProLiant DL20 Gen9 ProLiant DL80 Gen9

SKU P9J15A P9H93A 788149-425

Drive Cage DL60 Gen9 4-LFF Non-hot Plug DL20 Gen9 2LFF Non-Hot Plug DL80 Gen9 8-LFF Hot Plug

CPU 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (765538-L21) 1 x G4400/2 Core/54W/3300/skylake 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765521-L21)

Memory 1 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21) 1 x HPE 8GB 2Rx8 PC4-2133P-E-15 STND Kit (805669-B21) 1 x HP 4GB 1Rx8 PC4-2133P-R Kit (726717-B21)

HDD none none none

Storage Controller HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP 1Gb 2-port 332i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard iLO4 Standard Mid Tier - Gen9

PSU 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 1 x 290W Non-Hot Plug, Non/RPS - DL20 Gen9 (816283-B21)
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

Optical Drive none none none

Rail Kit HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP Gen9 1U Friction Short Rail Kit (775612-B21) HP 2U DL10/100 Gen9 - Easy Install Rail Kit (733660-B21)

Warranty 1-1-1 1-1-1 1-1-1

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL60 Gen9 Foundation Care (U7VX7E)

1TB 6G SATA 7.2K LFF NHP Standard 1yr Wrnty HDD (801882-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

3 year 24x7 DL20 Gen9 Foundation Care (xxx)

8GB 2Rx8 PC4-2133-E-15 Kit (805669-B21)

3 year 24x7 DL80 Gen9 Foundation Care (U7WG4E)

300GB 12G SAS 15K LFF SC Converter Enterprise 3yr Wrnty HDD 

(737261-B21)

4GB Single Rank x8 PC4-2133P-R (726717-B21)

The HPE ProLiant DL60 Gen9 Server provides the right 

density, performance and manageability for file and print, 

messaging, collaboration workloads and cloud environments.

The HPE ProLiant DL360 Gen9 Server delivers a 1U chassis 

with up to two processors delivering an optimal unit that 

combines high-performance, low energy consumption, 

improved uptime, and increased density.

Do you need an affordable storage server for capacity 

intensive applications? The HPE ProLiant DL80 Gen9 Server 

is designed with affordable storage, networking and processor 

scalability, and manageability in a 2U server for cost conscious 

service provider and SMBs.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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New For This Month

ProLiant DL80 Gen9 ProLiant DL80 Gen9 ProLiant DL80 Gen9

SKU P9J03A P8Y74A P8Y73A

Drive Cage DL80 Gen9 4-LFF Non-hot Plug DL80 Gen9 12-LFF Hot Plug DL80 Gen9 8-LFF Hot Plug

CPU 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765521-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765521-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (765521-L21)

Memory 1 x HP 8GB 2Rx8 PC4-2133P-R Kit (759934-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R STND Kit (803028-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R STND Kit (803028-B21)

HDD none none none

Storage Controller HP B140i SATA controller (Embedded) HP Smart Array P840/4G Controller w/Battery (761874-B21) HP H240 Smart HBA (726907-B21)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive none none none

Rail Kit HP 2U SFF - Easy Install Rail Kit (733660-B21)
HP 2U LFF - Easy Install Rail Kit w/CMA (2 SKUs) (733662-

B21/733664-B21)

HP 2U LFF - Easy Install Rail Kit w/CMA (2 SKUs) (733662-

B21/733664-B21)

Warranty 1-1-1 3-3-3 3-3-3

Chassis Mounting Thumb Screw Ears Quick Release Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL80 Gen9 Foundation Care (U7WG4E)

1TB 6G SATA 7.2K LFF  NHP Standard 1yr Wrnty HDD (801882-B21)

8GB Dual Rank x8 PC4-2133P-R (759934-B21)

3 year 24x7 DL80 Gen9 Foundation Care (U7WG4E)

300GB 6G SAS 10K SFF SC Enterprise 3yr Wrnty HDD (652564-B21)

3 year 24x7 DL80 Gen9 Foundation Care (U7WG4E)

300GB 12G SAS 15K LFF SC Converter Enterprise 3yr Wrnty HDD 

(737261-B21)

Do you need an affordable storage server for capacity 

intensive applications? The HPE ProLiant DL80 Gen9 Server 

is designed with affordable storage, networking and processor 

scalability, and manageability in a 2U server for cost conscious 

service provider and SMBs.

Do you need an affordable storage server for capacity 

intensive applications? The HPE ProLiant DL80 Gen9 Server 

is designed with affordable storage, networking and processor 

scalability, and manageability in a 2U server for cost conscious 

service provider and SMBs.

Do you need an affordable storage server for capacity 

intensive applications? The HPE ProLiant DL80 Gen9 Server 

is designed with affordable storage, networking and processor 

scalability, and manageability in a 2U server for cost conscious 

service provider and SMBs.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant DL120 Gen9 ProLiant DL120 Gen9 ProLiant DL120 Gen9

SKU 788097-425 788098-425 P9J17A

Drive Cage DL120 Gen9 4-LFF Hot Plug DL120 Gen9 8-SFF Hot Plug DL120 Gen9 8-SFF Hot Plug

CPU 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (764005-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (764009-L21) 1 x E5-2623v3/4 Core/105W/3000/Haswell-EP (779926-L21)

Memory 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21)

HDD none none 2 x HP 300GB 12G SAS 10K 2.5in SC ENT HDD (785067-B21)

Storage Controller HP B140i SATA controller (Embedded) HP H240 Smart HBA (726907-B21) HP H240 Smart HBA (726907-B21)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)
900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) none

Rail Kit HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U SFF - Easy Install Rail Kit (734807-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL120 Gen9 Foundation Care (U7VP0E)

500GB 6G SATA 7.2K LFF SC Midline 1yr Wrnty HDD (658071-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL120 Gen9 Foundation Care (U7VP0E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL120 Gen9 Foundation Care (U7VP0E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

Are you needing a dense server solution for virtualization but 

having difficulty limiting your licensing costs? The HPE 

ProLiant DL120 Gen9 Server, an enterprise class design 

packed in a dense 1U/1-socket form factor.

Are you needing a dense server solution for virtualization but 

having difficulty limiting your licensing costs? The HPE 

ProLiant DL120 Gen9 Server, an enterprise class design 

packed in a dense 1U/1-socket form factor.

Are you needing a dense server solution for virtualization but 

having difficulty limiting your licensing costs? The HPE 

ProLiant DL120 Gen9 Server, an enterprise class design 

packed in a dense 1U/1-socket form factor.

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing

March 2016 



March 2016

Product11 Product11 Product11

#REF!

ProLiant DL160 Gen9 ProLiant DL160 Gen9 ProLiant DL160 Gen9

SKU K8J92A K8J94A L9M79A

Drive Cage DL160 Gen9 4-LFF Non-hot Plug DL160 Gen9 8-SFF Hot Plug DL160 Gen9 4-LFF Hot Plug

CPU 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (763235-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733943-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733943-L21)

Memory 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21)

HDD 2 x HP 1TB 6G SATA 7.2k 3.5in NHP MDL HDD (659337-B21) none 1 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21)

Storage Controller HP B140i SATA controller (Embedded) HP H240 Smart HBA (726907-B21) HP B140i SATA controller (Embedded)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) none

Rail Kit HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Quick Release Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

HP 1TB 6G SAS 7.2K LFF SC Midline 1yr Wrnty HDD (652753-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant DL160 Gen9 ProLiant DL160 Gen9 ProLiant DL160 Gen9

SKU K8J93A 783364-425 783365-425

Drive Cage DL160 Gen9 4-LFF Hot Plug DL160 Gen9 4-LFF Non-hot Plug DL160 Gen9 8-SFF Hot Plug

CPU 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733943-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733943-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733939-L21)

Memory 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21)

HDD 2 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) none none

Storage Controller HP B140i SATA controller (Embedded) HP B140i SATA controller (Embedded) HP Smart Array P440/4G Controller w/Battery (761872-B21)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)
900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

HP 1TB 6G SAS 7.2K LFF SC Midline 1yr Wrnty HDD (652753-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant DL160 Gen9 ProLiant DL160 Gen9 ProLiant DL180 Gen9

SKU N1W96A N1W97A K8J96A

Drive Cage DL160 Gen9 8-SFF Hot Plug DL160 Gen9 4-LFF Hot Plug DL180 Gen9 8-LFF Non-hot Plug

CPU 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733939-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733939-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (733929-L21)

Memory 4 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 4 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21)

HDD 4 x HP 600GB 12G SAS 10K 2.5in SC ENT HDD (781516-B21) 2 x HP 2TB 6G SATA 7.2k 3.5in SC MDL HDD (658079-B21) 1 x HP 1TB 6G SATA 7.2k 3.5in NHP MDL HDD (659337-B21)

Storage Controller HP Smart Array P440/4G Controller w/Battery (761872-B21) HP Smart Array P440/4G Controller w/Battery (761872-B21) HP B140i SATA controller (Embedded)

Network Controller HP Embedded 1Gb Ethernet 2-port 361i Adapter HP Embedded 1Gb Ethernet 2-port 361i Adapter HP 1Gb 2-port i350 Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU 2x 900W Hot Plug, RPS, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 2x 900W Hot Plug, RPS, no IPD, DLxx/DL1xx, Gen9 (744689-B21)
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

Optical Drive HP 9.5mm SATA DVD-RW Optical Drive (652241-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) none

Rail Kit HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 1U DL10/100 Gen9 - Easy Install Rail Kit (734807-B21) HP 2U DL10/100 Gen9 - Easy Install Rail Kit (733660-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Quick Release Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL160 Gen9 Foundation Care (U7AZ7E)

HP 1TB 6G SAS 7.2K LFF SC Midline 1yr Wrnty HDD (652753-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

The HPE ProLiant DL160 Gen9 Server delivers the right 

balance of performance, storage, reliability, manageability and 

efficiency in a dense and compact chassis, to meet the needs 

of a diverse set of customers - from SMBs to service providers 

with a wide range of deployments

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant DL180 Gen9 ProLiant DL180 Gen9 ProLiant DL180 Gen9

SKU M2G18A K8J97A 784107-425

Drive Cage DL180 Gen9 8-SFF Hot Plug DL180 Gen9 8-LFF Hot Plug DL180 Gen9 4-LFF Non-hot Plug

CPU 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733925-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733925-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733925-L21)

Memory 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21)

HDD 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21) 2 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) none

Storage Controller HP H240 Smart HBA (726907-B21) HP B140i SATA controller (Embedded) HP H240 Smart HBA (726907-B21)

Network Controller HP 1Gb 2-port i350 Adapter HP 1Gb 2-port i350 Adapter HP 1Gb 2-port i350 Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)
550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

550W Non-Hot Plug, Non/RPS, DLxx/DL1xx/ML1xx, Gen9 (730941-

B21)

Optical Drive HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) none none

Rail Kit HP 2U DL10/100 Gen9 - Easy Install Rail Kit (733660-B21) HP 2U DL10/100 Gen9 - Easy Install Rail Kit (733660-B21) HP 2U DL10/100 Gen9 - Easy Install Rail Kit (733660-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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ProLiant DL180 Gen9 ProLiant DL180 Gen9 ProLiant DL180 Gen9

SKU P9J01A P9J02A P9J12A

Drive Cage DL180 Gen9 4-LFF Non-hot Plug DL180 Gen9 8-SFF Hot Plug DL180 Gen9 8-LFF Hot Plug

CPU 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733925-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733925-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (733925-L21)

Memory 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21)

HDD none 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21) 2 x HP 1TB 6G SAS 7.2K 3.5in SC MDL HDD (652753-B21)

Storage Controller HP H240 Smart HBA (726907-B21) HP H240 Smart HBA (726907-B21) HP B140i SATA controller (Embedded)

Network Controller HP 1Gb 2-port i350 Adapter HP 1Gb 2-port i350 Adapter HP 1Gb 2-port i350 Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive none none none

Rail Kit HP 2U LFF - Easy Install Rail Kit (733662-B21) HP 2U SFF - Easy Install Rail Kit (733660-B21) HP 2U SFF - Easy Install Rail Kit (733660-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Thumb Screw Ears Thumb Screw Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

500GB 6G SATA 7.2K LFF NHP Midline 1yr Wrnty HDD (659341-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"
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  ● HPE ML30 Gen9 G4440 SP8112GO EU Svr (P9H94A)  ● HPE ML30 Gen9 G4440 SP8100GO EU Svr (P9J10A)  ● HPE ML110 Gen9 E5-2609v3 SP8111GO EU Svr (P9H95A)  ● HPE ML110 Gen9 E5-2609v3 SP8111GO EU Svr (P9H95A)  ● HP ML150 Gen9 E5-2609 SP8109GO EU Svr (P9H96A)  ● HPE ML350 Gen9 E5-2620v3 SP8099GO EU Svr (P9J11A)  ● HPE DL60 Gen9 E5-2609v3 SP8096GO EU Svr (P9J15A)  ● HPE DL20 Gen9 G4440 SP8113GO EU Svr (P9H93A)  ● HPE DL80 Gen9 E5-2603v3 SP8103GO EU Svr (P9J03A)  ●  (P9J17A)  ●  (P9J01A)  ●  (P9J02A)  ●  (P9J12A)

ProLiant DL180 Gen9 ProLiant DL180 Gen9 ProLiant DL180 Gen9

SKU 784108-425 M6V63A M2G19A

Drive Cage DL180 Gen9 8-SFF Hot Plug DL180 Gen9 12LFF Hot Plug DL180 Gen9 8-SFF Hot Plug

CPU 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733921-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733921-L21) 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733921-L21)

Memory 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 2 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21)

HDD none 4 x HP 1TB 6G SATA 7.2k 3.5in SC MDL HDD (657750-B21) 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21)

Storage Controller HP Smart Array P440/4G Controller w/Battery (761872-B21) HP Smart Array P840/4G Controller w/Battery (761874-B21) HP H240 Smart HBA (726907-B21)

Network Controller HP 1Gb 2-port i350 Adapter HP 1Gb 2-port i350 Adapter HP 1Gb 2-port i350 Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9 iLO4 Standard Mid Tier - Gen9

PSU 2x 900W Hot Plug, RPS, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 2x 900W Hot Plug, RPS, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21)

Optical Drive none none HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit
HP 2U DL10/100 Gen9 - Easy Install Rail Kit w/CMA (2 SKUs) 

(733660-B21/733664-B21)
HP 2U SFF - Easy Install Rail Kit (733660-B21) HP 2U DL10/100 Gen9 - Easy Install Rail Kit (733660-B21)

Warranty 3-1-1 3-1-1 3-1-1

Chassis Mounting Thumb Screw Ears Quick Release Ears Thumb Screw Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

HP 1TB 6G SAS 7.2K LFF SC Midline 1yr Wrnty HDD (652753-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

HP 1TB 6G SAS 7.2K SFF SC Midline 1yr Wrnty HDD (652749-B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"
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ProLiant DL180 Gen9 ProLiant DL360 Gen9 ProLiant DL360 Gen9

SKU P9J04A K8N31A K8N30A

Drive Cage DL180 Gen9 12LFF Hot Plug DL360 Gen9 8-SFF Hot Plug DL360 Gen9 8-SFF Hot Plug

CPU 1 x E5-2620v3/6 Core/85W/2400/Haswell-EP (733921-L21) 1 x E5-2603v3/6 Core/85W/1600/Haswell-EP (755374-L21) 1 x E5-2609v3/6 Core/85W/1900/Haswell-EP (755378-L21)

Memory 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21) 2 x HP 8GB 1Rx4 PC4-2133P-R Kit (726718-B21) 1 x HP 16GB 2Rx4 PC4-2133P-R Kit (726719-B21)

HDD 2 x HP 1TB 6G SAS 7.2K 3.5in SC MDL HDD (652753-B21) 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21) 2 x HP 300GB 6G SAS 10K 2.5in SC ENT HDD (652564-B21)

Storage Controller HP Smart Array P840/4G Controller w/Battery (761874-B21) HP Smart Array P440ar/2G Controller w/Battery (749974-B21) HP Smart Array P440ar/2G Controller w/Battery (749974-B21)

Network Controller HP 1Gb 2-port i350 Adapter HP Embedded 1Gb Ethernet 4-port 331i Adapter HP Embedded 1Gb Ethernet 4-port 331i Adapter

System Management iLO4 Standard Mid Tier - Gen9 iLO4 Standard Enterprise Tier - Gen9 iLO4 Standard Enterprise Tier - Gen9

PSU 900W Hot Plug, no IPD, DLxx/DL1xx, Gen9 (744689-B21) 2x HP 500W FS Platinum Hot Plug, RPS, no IPD, Gen9 (720478-B21) 1x HP 500W FS Platinum Hot Plug, no IPD, Gen9 (720478-B21)

Optical Drive none HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21) HP 9.5mm SATA DVD-RW Gen9 Kit (726537-B21)

Rail Kit HP 2U SFF - Easy Install Rail Kit (733660-B21)
HP 1U SFF - Easy Install Rail Kit w/CMA  (2 SKUs) (734807-

B21/734811-B21)

HP 1U SFF - Easy Install Rail Kit w/CMA  (2 SKUs) (734807-

B21/734811-B21)

Warranty 3-1-1 3-3-3 3-3-3

Chassis Mounting Quick Release Ears Quick Release Ears Quick Release Ears

Additional Features none none none

Upsell Options

3 year 24x7 DL180 Gen9 Foundation Care (U7AT3E)

HP 1TB 6G SAS 7.2K LFF SC Midline 1yr Wrnty HDD (652753-B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

3 year 24x7 DL360 Gen9 Proactive Care (U7AM2E)

300GB 12G SAS 15K SFF SC Enterprise 3yr Wrnty HDD (759208-

B21)

8GB Single Rank x4 PC4-2133P-R (726718-B21)

3 year 24x7 DL360 Gen9 Proactive Care (U7AM2E)

300GB 12G SAS 15K SFF SC Enterprise 3yr Wrnty HDD (759208-

B21)

16GB Dual Rank x4 PC4-2133P-R (726719-B21)

*Saving compared to purchasing configuration through CTO. Image accuracy is not guaranteed, please do not rely on images for your purchase. Information in this document is only correct at time of publishing
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The HPE ProLiant DL180 Gen9 Server delivers an optimized 

2U server, designed with the right balance of expandability, 

performance, reliability and manageability all in a new compact 

chassis, making it the ideal platform for SMBs and Enterprises 

running the "New Style of IT"

The HPE ProLiant DL360 Gen9 Server delivers a 1U chassis 

with up to two processors delivering an optimal unit that 

combines high-performance, low energy consumption, 

improved uptime, and increased density.

The HPE ProLiant DL360 Gen9 Server delivers a 1U chassis 

with up to two processors delivering an optimal unit that 

combines high-performance, low energy consumption, 

improved uptime, and increased density.






